Model:
CBD20 L}

Multi-function display

>ﬂ Function

CURTIS Handle

Frei tiller head (option)

Advantages: (CBD15W/CBD18W/CBD20W)

o With smallest turning radius 1320mm-1389mm ( width 520/550/685mm)

® DC Brushless motor with high electric efficiency , maintenance free.

® Full sealed battery free to maintain, big capacity 80AH fit for high-intensitive use.

o Max speed limit button can release brake when handle upright, reduce turning
space greatly. (option for Germany Frei handle)

# High travel speed is up to 5.3-5.8km/h, improve productive efficiency.

® Floating balance wheel supports automatic height-adjusting.

e Horizontal drive wheel provides convenient replacement.

lectric Pallet Truck Boyd Smiths Pvt. Ltd.

Standard Features

* RUYI new type Tiller Head with Max speed limit button.

* Emergency stop & belly button, 1

* BDI and hour meter. Q—u.—_c—._
e Casters to balance stability.
© Sealed battery. e Germany FREI Tiller Head.
e Brushless Horizontal motor. o QOutside charger.

® Built-in Charger. o Fork width and length (size).
e Exist roller. o Load backrest.

Model:

Advantages:

e Adopting floating balance wheel can prevent the side swing of the truck when travelling. Travel smoothly
and no swing; great anti-vibration.

e The whole balance wheel can be removed, easy to maintain,

e The rock arm mechanism integral structure which improves the structure strength effectively, meanwhile,
share and adjust the even force from the fork. Reduce the obvious deflection in fork height after a long use
and when loading.

e The drive wheel adopts horizontal type structure which makes the layout position of the motor higher off
the ground to prevent the water, dust and greasy dirt gluing on the motor effectively and improve working
condition of the motor.

e The truck is equipped with a height limit switch. Cut off the lifting circuit when lifting height approaches the
highest point to disconnect the power of the hydraulic power unit to prevent the noise from the spillover of
the hydraulic station and save the energy caused by spillover.

CBD15W-E

The Mini type with same size

as hand pallet truck widely

used in narrow aisle workshop,
supermarket & cargo containers.

Conforms to

EN 1503691-1:2015
EN16307-1:2013/A1:2015
EN1175-1:1998/A1:2010




Boyd Smiths Pvt. Ltd. Hectric Pallet Truck

Turning Radius
Smallest turning radius in MINI type electric pallet truck, it processes the smallest turning radius when
switch to low speed. It adapts to use in narrow space, e.g. in the container.

1347/1415mm .. / 1263/1335min —/\_OQQ_ ”
CBD20H

The super light Walkie
type with small turning

MINI type Electric Pallet Truck Hand Pallet Truck
turning radius tuming radius radius and low profile
1KG=2.205L8  1INCH=25.40MM chassis, S:Qm_< used in
" Model CBD15W CBD13W cBD20W CODISW-E Narrow Space like
Load capacity Q(kg) 1500 1800 2000 1500
Fork height,lowered himm) 8 /75 85 175 85 /75 85 /75 m—._ﬂvm_.:._m—.—hmﬂ m—._n
Tyre size front mm 19570 19570 19570 19570 E.O—._amso—?
Tyre size,rear (singlg) mm BOx93 / D74x83 80293 / ©74x83 ©80x93 / 97483 ©80x93 / ©74x83
Tyre sizerear (doubl) mm DBOXTO / HT4T0 O30T0 | DTANTO DBIKT0 / BT4xT0 GENTO / 7470
Wheels, number front rear (x = driven wheels) 1x-2i4 1%-2/4 16204 -
Max. [ift height b, (mm}) 190/180 190/180 190/180 200/190
Height of tiller in drive position min/max h,(mm) 95011310 95011310 05011310 70011250
Overall lengih 1,(mm) 1525/1595 1525/1595 1525(1595 1654/1724
Length to face of forks 1,{mm) 375 375 375 504
Overall widih by(mm} 685 685 685 685/562
Fork dimensions s/e/l(mm) 53/160/1150(1220) 53/160/1150(1220) 63/160/1150{1220) 53/160/1150(1220)
Width overall forks b,{mm) 520/550/685 520/550/685 520/550/685 520/550/685
. Aisle width for pallets 1000x1200(1200crossways) Mﬁﬂ::_\‘ 172511795 1725/1795 172501795 1854/1924
Aisle width for pallets 800x1200(1200lengihways) A, (mm) 17751795 1775/1795 17751795 1904/1924
Turning radius Wafmm) 1347/1415 13471415 1335/1405 1454/1424
Travel spaed,laden/unladen Km/h 5.3/5.8 4.5/6 445 4348
Battery voltage/nominal capacity(3hr) Wih 24/80 24/80 24160 24/50
Battery dimensions lw/h mm 260/169/215 260/163/215 260/169/215 228/138/214
Battery weight Ka 49 49 49 36
Service weight(with battery) Kg 230 250 250 205

B4 max
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